
Type

CPU

Android

Internal memory

WiFi

camera

3G

4G

OS

MDM MDM supported for option

Screen

TP

Language

G-Sensor

GPS

L-Sensor

Fingerprint

Facial Recognition

IRIS

NFC

2D Barcode reader

Barcode scanner for
MRZ

Facial Recognition

RFID

BT

Battery

Standby time

Working Time

Environment

IP rating

BAND

Power Device

Color

 Size

IP rating

 Weight

2 special USB 

2 x SIM Card Slot

1 x TF Card Slot

1 x Earphone Jack

1 x Tablet PC

1 x Charger

1 x Type C USB cable

1X Handbelt strip

Mounting Bracket

1 USB cable

Feigete Intelligent Technology Co., Limited
ADD:   2 Floor,Building No.51,Bantian No.3 Industrial Area,Longgang District,Shenzhen,China

TEL:86-755-82338710             FAX:86-755-28751866

Configuration

Display

support GPS、GLONASS Galileo Beidou

2G:EGSM900/DCS1800/PCS1900/GSM850 ;  3G:WCDMA-IMT2000/WCDMA-PCS1900/WCDMA-CLR850/WCDMA-GSM900; 4G:B1/3/B5/B7/B8/B20/B34/B38/B39/B40/B41

Octa-core  2.0Ghz   1Core Manhattan ES3.0 14fps / 1Core Manhattan ES3.0 18fps

Rear:13.0M, PDAF, flashlight +5.0M front camera

Honeywell or Newland laser barcode scanner as option

UHF or LF as option

Android 14 upgradable

Description

11inches IP67 Rugged Biometric Tablet PC

Android 14 upgradable

1.Parameters

 4GB or 6GB or 8GB ROM+ 64GB or 128GB or 256GB RAM for option

G+G

B1/B3/B5/B7/B8/B20/B34/B38/B39/B40/B41

 Built-in wifi antenna, dual frequency 802.11ac/b/g/n, 2.4G+5G

support

WCDMA-IMT-2000/WCDMA-PCS-1900/WADMA-CLR-850/WCDMA-GSM-900

 English,French,German,Italian,Japanese,Korean ,Russian, Spanish,Polish ,Czech,Chinese ect.

FAP10/FAP20/FAP30 Biometric Fingerprint Sensor/Reader,  FBI PIV IQS Certified

Interface

3.85V/12000mAh or 7.6V,6000mAh Pure cobalt lithium battery

IP67 standard and withstand 1.8m drop testing

AC Adapter Input 100/240V Output 5V 3A

MRZ barcode scanner as option

2.Interface

Binocular facial recognition as option

IRIS Recognition supported for option

2*USB Type A

Device

Black

about 12hours

264*148*29.3mm

650g

Up to 72hours

Operating temperature: -10℃-60℃
Storage Temperature： -20℃-70℃
Relative Humidity(non-condense): 5%-95%

IP67 standard and withstand 1.2m drop testing

 4G Rugged Tablet model
SF116

Optional

Support

Support

support

support

11 inch  Incell FHD, resolution: 1920*1200pxiels

Camera Software decoding with facial algorithm for option

Package

support   NXP 547  13.56MHz ISO/IEC 14443A/MIFARE/Jewel/Topaz tags/FeliCa cards/ISO/IEC 14443B/   ISO/IEC15693/ICODE

support  BT5.0

Others


